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G&S Acoustics’ Classic ceiling panels offer an inexpensive, classic 
white and black textured finish that resembles painted drywall.  
Giving the appearance of white or black ceiling panels without the 
additional cost of paint or fabric, Classic ceiling panels are covered 
on the face and all of the edges for a completely finished look.  Classic 
ceiling panels are only available with a textured white or black finish.

Sheared edges are available for lay-in ceiling tile.  An optional foil 
backing is available.

Other products available with a Classic white and black 
textured finish:
 
Classic Wall Panels
Serenade Classic Clouds

Sound Absorption - Lay-In

Classic
Ceiling Panels (CC)

Core
Backing: 6-7 pcf recycled 
fiberglass, 1” or 2” thick

Sizes
Classic White 
1” thick - up to 48” x 96” 
2” thick - up to 48” x 96”
Classic Black
1” thick - up to 42” x 96”
2” thick - up to 42” x 96”

Mounting
Lay-in grid, continuous hanger 
bar, painted pucks

Finish
White or black texture

Edges
Square, beveled
Hardened if required

Flammability
All components have a Class “A”
rating per ASTM E84

Sound Absorption - Direct Mount

Hz 125 250 500 1000 2000 4000 NRC

CC1 .19 .44 .93 1.09 1.08 1.08 .85

CC2 .64 .86 1.12 1.13 1.12 1.12 1.10

Mounting Types
PuckHanger BarLay-In

Puck Painted to 
Match Finish

Anchor as 
Required (by 

others)

Textured 
Finish

Continuous 
Hanger Bar 

to Continuous 
Hanger Bar 

Textured 
Finish

Anchor as Required 
(by others)

Textured 
Finish

**

6-7 pcf
Fiberglass

6-7 pcf
Fiberglass15/16” T-Grid 

(by others)

Safety 
Clip

Hz 125 250 500 1000 2000 4000 NRC

CC1 .72 .79 .81 1.01 1.03 1.10 .90

CC2 .69 .69 .99 1.07 1.07 1.07 1.05


