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Relay and Control Corporation

Electric Motor Reversing Drum Switch 

 Description 
Dimensions
Cross Reference Part # 

 

NEMA 1 Enclosure
1.5 hp 115 Volt Single Phase
2 hp 230 Volts Single Phase
Single Phase Only 

Dimensions:
W: 2.25" H: 4.5" D: 4" 

Position = Maintained 

RS-1A
Plastic Handle 

RS-1A-SH
Steel Handle 

Position = Spring Returned
Operation = Spring Return to Center 

RS-1A-MP
Plastic Handle 

RS-1A-MS
Steel Handle 

 

 

NEMA 1 Enclosure
1.5 hp 115 Volt Single Phase
2 hp 230 Volts Single Phase
2 hp 230 Volts Three Phase
1 hp 460 Volts Three Phase 

Dimensions:
W: 2.25" H: 4.5" D: 4"
Position = Maintained 

Position = Maintained 

RS-1
Plastic Handle 

RS-1-SH
Steel Handle 

Position = Spring Returned
Operation = Spring Return to Center 

RS-1M
Plastic Handle 

RS-1M-SH
Steel Handle 

 

 

NEMA 1 Enclosure
1.5 hp 115 Volt Single Phase
2 hp 230 Volts Single Phase
2 hp 230 Volts Three Phase
2 hp 460 Volts Three Phase 

Dimensions:
W: 3.5" H: 4.25" D: 3.75"
Position = Maintained
not UL/CSA rated 

RS-2
Plastic Handle 
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NEMA 1 Enclosure
2 hp 115 Volts Single Phase
3 hp 230 Volts Single Phase
5 hp 230 Volts Three Phase
7.5 hp 460 Volt Three Phase 

Dimensions:
W: 3.5" H: 5.75" D: 3.75"
Position = Maintained 

RS-5
Plastic Handle 

 

NEMA 4X Enclosure
1.5 hp 115 Volt Single Phase
3 hp 230 Volts Single Phase
 

Dimensions:
W: 3.7" H: 4.7" D: 3.1"
Position = Momentary
Operation = Spring Return to Center
Inductive Current 20 Amps 
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