
Rebuilt Model T Engine  -  Short Block  (April 2007)

Texas T Parts is pleased to offer rebuilding services for Model T engines.  While this document will serve as a guideline, we find
that most engines we rebuild have some unique characteristic that causes the price to vary slightly.  For example, some customers
have already purchased parts to rebuild their engines and find that either they don’t have the time or the task becomes more
involved than they are ready for.  We also often find that some components have been rebuilt in the past and do not need to be
done again such as hardened valve seats.  We will give a credit for any parts or labor that is normally part of the engine rebuild if
we do not need to supply the parts or service.  On other occations we have received an engine and discover that the crankshaft or
block, or other parts show signs of cracking.  Under these circumstances we offer the customer the option of providing an
appropriate part to us for their job or purchasing one from us if we have one available.   If appropriate, we sometimes can repair
defects with cold metal stitching or other techniques.

Items Included in a Rebuilt Short Block

Cost of Texas T Parts Short Block Model T Engine Rebuild . . $1,900   
What you need to provide:

For a rebuilt short block you will need to provide the following reuseable parts:

Core Information: If any of the core parts supplied by you, in our opinion, require repair or are not useable you will be
notified and given a choice of providing the necessary component or buying a part from us, if available.  Your unuseable
cores will not be returned to you unless you request it in writing and agree to pay return shipping costs.    

Block Repairs:  If your block requires repairs because of small, repairable cracks in the water jacket we will repair them.
You will be advised of the cost and the decision to proceed will be yours.

Damaged Thread Restoration:  We will insert Heli-coils or other thread restoration devices at $12.00 each if needed.

Payment and refund: A down payment of 50% is required at the time of ordering.  In the event your exchanges prove to be
unacceptable and you do not continue the project, this deposit is refundable, less any return shipping costs and a core
inspection fee of $140.00.  In the event your exchanges are acceptable and work has begun, there is no refund available or
returns made if you decide to cancel the work.

Shipping: Short blocks weigh approximately 190 pounds.  Engines must be shipped prepaid by truck or picked up.
Shipping charges are not included in the price of rebuilding.

Engine Block
Crankshaft
3 Main Bearing Caps

6 Main Bearing Bolts & Nuts
4 Connecting Rods with Caps
4 Connecting Rod Wrist Pin Bolts

Camshaft
Large Funnel Inside Oil Line

Degreasing & Cleaning
Magniflux Block & Crankshaft
Cylinders Rebored
New Aluminum Pistons & Rings
Rebabitted Main Bearings
Regrind Crankshaft
Rebabitted Connecting Rods

(Drilled Rods with Oil Dippers)

Regrind Camshaft
New Camshaft Bearings
8 Hardened Valve Seats
8 Alloy Valves
New Valve Springs, Spring Seats & Pins
New Valve Lifters
Bronze Valve Guides Installed
New Aluminum Cam Timing Gear

New Steel Crank Timing Gear
New Freeze Plugs
Assembly of Short Block
Painted Black (or Green 26-27)
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Model A Crankshaft Conversion for a Model T Engine
We have found that one of the most effective ways to increase the power of a Model T engine and at the same time
eliminate one of the vulnerabilties of the engine, the weak Model T crankshaft, is to install a Model A crankshaft.  We
can install a Model A crankshaft in your Model T block.   You will need to furnish a useable Model A crankshaft and four
Model A connecting rods with caps in addition to the Model T connecting rods furnished for a regular Model T engine
rebuild.   You do not need to supply a Model T crankshaft.   Your pan and lower pan inspection cover will be modified
slightly to accept the longer stroke of the Model A crankshaft.

The Texas T Parts’ Model A Crankshaft conversion for a Model T engine includes the following parts and services.

Cost of Installing Model A crankshaft into Model T engine . . . . $800 (when done during an engine rebuild)

The cost of a rebuilt short block with a Model A crankshaft installed is $2,700 when cores are provided.

Several tasks required for a complete engine rebuild are not duplicated if we are also installing a Model A crankshaft.
The cost of only installing a Model A crankshaft in your engine without us doing an engine rebuild is $1,600.

Warranty
A rebuilt short block is by it's nature one part of a much larger assembly that others will usually assemble.  We can only
warrant that the materials and workmanship we have provided in rebuilding your engine are of good quality.  We will
repair or replace any component that we provide if, upon our inspection, we determine that it is defective.   

All rebuilt short blocks, which are installed and maintained according to standard Model T automotive standards, are
warranted for a period of six months from the date the customer receives the engine.  If any block assembly is
defective in material or workmanship furnished by us it must be returned to us at your expense and we will - after
inspection and at our option - either repair or replace the engine.  If the block is found to be defective due to our
materials or workmanship, the shipping cost to and from Texas T Parts will be refunded.  Texas T Parts is not
responsible for any other costs incurred by the owner in removing and installing the engine and its components.  It is
at our sole discretion to determine if a defect is due to our material or workmanship.  Liability will be assumed by the
customer for loss or damage to any components other than the engine.  The six month warranty begins from the date
of shipment or delivery.  

Custom Steel Main Bearing Caps to 
fit a Model A Crankshaft

New Bolts to fit Main Bearing Caps
Modification, machining &  regrinding

of Model A Crankshaft
Modifying connecting rods to fit Model

T pistons to Model A crankshaft
Lineboring cast iron of Model T block

Pouring & Lineboring Babbitt
Fitting the crankshaft into the block
Fitting the connecting rods to the crank
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